EQ—4101

B=-26 HOSHIZAKI
SANITIZING WATER TANK
75 WEIGHT 250kqg (Gross 300kgq) ITEM Hoshizaki Water Electrolyzer
135 540 PACKAGE Crate 1520mm(W) x 790mm(D) x 1960mm(H) | MODEL ROX—60SA—EW
pH Test Paper (TB, AZY, UNN), Chlorine Test Paper, Operation Sheet, | POWER SUPPLY | 1 Phase 220—240V 50—60Hz 1.27kVA(5.3A)
POWER CORD 2000 LONG OUTSIDE . .
(WITH AUSTRALIA & NEW ZEALAND PLUG) 272 ACCESSORIES \Ft\:;tsjrz r'::urci;‘jjvse(gnz‘z";‘;)t"D:o lfﬁi ] xﬁé‘tpro‘jv'e'rz'czz ﬁﬁ;e”t AMPERAGE | 2.8/2.9A Pump operation: 3.9/4.4A
CLEANING WATER TANK [ \ OPTIONAL PARTS | Automatic Dispensing Valve, Operation Box, Valve Assembly HLECTRC CONSUMP!EPAWA'REZCT)EV/ A;GOEN Pucr|np.opvevrtot|‘oAn: 762/0 fng
CERTIFICATION | RCM, WATERMARK LIC NO. WMKA22283 ant '_Z'f‘g/ eaning Water: Approx. 4.0L/min
v v v v Ambient Temp: 5-35°C, Water Temp: 5-30°C, | STANDARD | AVALBLE CHLORINE Soriw!t!zmg Water: 20mg/kg(ppm) or more
_ _ < © Relative Humidity: Max 85%(No condensation), PERFORMANCE] Sanitizing Water: Approic 3, Cleomng Water: Approx. 11
@ T T @ 38 o INSTALLATION | Water Supply Pressure: 0.15-0.75MPa(1.5-7.5bar)(gauge), pH [Note] Water Temp 25C, Electrolytic Voltage 12V,
—_—_|_ <+ | @ CONDITIONS Voltage Range: Rated Voltage +10%, Installation Site: Indoor, Ventilation required Elet.:fr.olyhc Cu.rrent 10A(Toyoake City Wat.er) :
. N N N Water Supply: Comply with local water and sewerage requirements, FLOW RATE Sanitizing//Cleaning Water: Approx. 3.0-6.0L/min- [Vin water
Salt: Min Purity 99% REFERENCE supply pressure 0.25MPa(2.5bar) required for 4.0-6.0L/min]
*We reserve the right to make changes in specifications and design without prior notice. | - pepcan o AVAILABLE CHLORINE| Sanitizing Water: 10mg/kq(ppm) or more(Flow Rate: 6L /min)
1. The water delivery, vent, and drain lines H Sanitizing Water: Approx.2.9~3.3, Cleaning Water: Approx.10.5-11.0
DRAIN OUTLET 20A(G3/4 FEMALE) - must be rigid PVC pipes and fixed securely. P [Note] Depends on raw water quality and temperature
(BOTTOM) 3 © The water delivery lines must be insulated. TANK CAPACITY | Sanitizingj Cleaning Water: Approx. 200L(Avaiable Capacity 180L)
TANK OVERFLOW 13A(G1/2 FEMALE) < 2. The water delivery and vent lines must be DISCHARGE RATE| Sanitizing/Clearing Water: Appros. 25/28L/min{at outel)
(BOTTOM) connected with unions to allow disassembly.
3. The rated properties are based on measurements DISCHARGE HEAD| Sm
WATER SUPPLY INLET(Rc 1/2) at ambient temperature 30°C and water SETUP I sATWATER TANK| Max 12kg
(BOTTOM) temperature 25°C, by using Toyoake City water. WATER SOFTENER| lon Exchange Resin Volume: 12L Max Water Flow: 750L/h
The actual properties depen.d on raw water quality. NEUTRALIZER Neutralize sanitizing water overflow with
4. Install the product where dripping is allowed, neutralizing agent (Max Capacity 12kg)
fgeptrmdioopggw system suitable for OUTSIDE DIVENSIONS]_1400mm(W) x 660mm(D) x 1800(—1830)mm(H)
CLEANING WATER OUTLET 20A(G3/4 FEMALE) 5. The cleaning water, sanitizing water, and PANEL ABS Plastic
NEUTRALIZER VENT 25A(G1 FEMALE) neutralizer vent pipes must be run separately EXTERIOR| CABINET | Painted Steel Sheet(Polyester Powder Painted)
CLEANING WATER VENT 25A(G1 FEMALE) to the outside and protected from insects. TANK Polyethylene Plastic
6. Install the product properly in accordance ELECRODSYS SYSTEH] Membrane Technology
with the instructions stated in the instruction and DILUTE SALT WATER
SANITIZING WATER OUTLET 20A(G3,/4 FEMALE) installation manuals provided. Allow 10mm ADJUSTHENT SYSTEM Direct Electromagnetic Pump Injection Method
extra space at the installation site to meet FLECTROLYTIC CURRENT
36 240_ 112 112 SANITIZING WATER VENT 25A(G1 FEMALE) any installation requirements. ADJUSTMENT SYSTEM Automatic Adjustment(with Water Temp Correction)
1550 oo ELECTROLYTIC VOLTAGE
25 400 , 550 400 25 624 y i i
54 240 ADJUSTMENT SYSTEM Automatic Adjustment
. UNIT i ! 36 FLOW RATE Automatic Adjustment by Switch Operation
o4 o Y ADJUSTMENT SYSTEM. (Low /Medium /High)
L OPERATION PANEL ¥ . . WATER SUPPLY| Direct Connection to Water Main
s I - SYSTEM (Pressure reducing valve provided) Rc 1/2
SALT CHUTE DOOR / START / STOP | Push Button
' ¢ DISPLAY Operation, Add Salt, Add Neutralizer, Tank Level,
Flush(Reverse Dispensing), Error, Replace Cell
Water Inlet Re1/2, Water Qutlet 20A (G3/4 Female, Sanitizing/Cleaning Water)
CONNECTIONS Drain Qutlet 20A (G3/4 Female) x 1, 13A (G1/2 Female) x 1
NEUTRALIZER INLET VENT 25A(G1 Female Thread) x 3
(INSIDE) Wl S CELL POLARITY Timer—Programmable Controller
Q® § SWITCHING CONTROL| (Protection for power failure)
- - CELL POWER SUPPLY| Constant Voltage DC Power Supply(150W x 2)
CELL REPLACEMENT TIME|  Timer—Programmable Controller (Protection for power failure)
SALT WATER .
USAGE CONTRoL | "'0at Switeh
DILUTE SALT WATER| Automatic Adjustment by Electrolytic Current
2 CONCENTRATION and Electrolytic Voltage
T L cok ’ 5 ELECTRIC CIRCUIT| Earth Leakage Circuit Breaker(with Overcurrent Protector),
[ | | L1 PROTECTION| Earth Wire, Fuse(for PC Board: 5A)
E_ _@_ a E_ E_ E’ARFSE'YE([%%'\I%:IEI Emergency Stop by Microprocessor Control
80 | 500 | 80 160 | 1080 | 160 80 | 500 ! 80 Leg Plastic Adjustable 150—180 mm
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