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Our Goldline cabinet highlights its increased  functionality and 

outstanding energy performance to meet Japanese quality 

standards, with precise temperature control to ensure 

food-ingredient freshness at all times. With the R290 natural 

refrigerant running on the inverter technology, they not only 

perform efficiently but also support a greener tomorrow.

GOLDLINE SC SERIES

R290 
Natural Refrigerant

Full SUS304 
Interior Door Switch

SUS304

IoT
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IoT Feature



 MODEL
POWER SUPPLY
ELECTRIC CONSUMPTION
TEMPERATURE CONTROL
EFFECTIVE CAPACITY

 WEIGHT
OUTSIDE DIMENSIONS
PACKAGE
AMPERAGE
SHELF
OPERATING CONDITIONS

RTE-188SC-S
1 Phase 220V~240V 50Hz / Capacity: 0.48kVA (2.10A)

Motor: 109W / Heater: 226W / Refrigeration: 145W / Defrost: 190W

Microprocessor (Digital Temp. Indication) Adjustable from -6 to 12°C

502L

Net: 107kg / Gross 131kg

1800mm(W)×750mm(D)×700+(100/150)mm(H)

Carton (Wooden Pallet) 1865mm(W)×830mm(D)×845mm(H)

Rated 1.4A

6 pcs

Ambient Temperature: 5 - 43°C, Voltage Range: Rated Voltage ±6%
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VIEW A(1/10)

PLUG SHAPEPOWER CORD 2000 LONG OUTSIDE
(PLUG WITH EARTH WIRE,

 X-TYPE CONNECTION)

LED SWITCH

DOOR SWITCH

LED LAMPDOOR SWITCH
DOOR SWITCHDOOR SWITCH
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